Table II-7.2 Emission Factors for Heavy-Duty, Gasoline-Powered
Construction Equipmenta

Pollutant
CARBON MONOXIDE
g/hr

1b/hr

g/kWh

g/hphr

kg/10° 1liter
1b/10° gal
EXHAUST HYDROCARBONS
g/hr

1b/hr

g/kWh

g/hphr

kg/10° liter
1b/10° gal
EVAPORATIVE
HYDROCARBONS®
g/hr

1b/hr
CRANKCASE
HYDROCARBONS®
g/hr

1b/hr

NITROGEN OXIDES
(NOx as NOz )

g/hr

1b/hr

g/kWh

g/hphr
kg/10° liter
1b/10° gal
ALDEHYDES
{RCHO as HCHO)
g/hr

1b/hr

0.0198
g/kWh
g/hphr
kg/lO3 liter
1b/10° gal

SULFUR OXIDES
(SOx as S503)

g/hr

1b/hr

g/kWh
g/hphr
kg/10° 1liter
1b/10% gal

Emission Factor Rating: C
Wheeled Motor Wheeled Miscel-
tractor grader loader Roller laneous
4320, 5490. 7060. 6080. 7720.
9.52 12.1 15.6 13.4 17.0
190. 251. 219. 271. 266.
142, 187. 163. 202 198.
389. 469. 435, 460. 475.
3250. 3910. 3630. 3840. 3960.
164, 186. 241. 2717. 254,
0.362 0.410 0.531 0.611 0.560
7.16 8.48 7.46 12.40 8.70
5.34 6.32 5.56 9.25 6.49
14.6 15.8 14.9 21.1 15.6
122, 132. 124. 176. 130.
30.9 30.0 29.7 28.2 25.4
0.0681 0.0661 0.0655 0.0622 0.0560
32.6 37.1 48.2 55.5 50.7
0.0719 0.0818 0.106 0.122 0.112
195. 145, 235. 164. 187.
0.430 0.320 0.518 0.362 0.412
8.54 6.57 7.27 7.08 6.48
6.37 4.90 5.42 5.28 4.79
17.5 12.2 14.5 12.0 11.5
146. 102. 121. 100. 95.8
7.97 8.80 9.65 7.57 9.00
0.0176 0.0194 0.0213 0.0167 0.0198
0.341 0.386 0.298 0.343 0.298
0.254 0.288 0.222 0.256 0.222
0.697 0.721 0.593 0.582 0.532
5.82 6.02 4.95 4.86 4.44
7.03 7.59 10.6 8.38 10.6
0.0155 0.0167 0.0234 0.0185 0.0234
0.304 0.341 0.319 0.373 0.354
0.227 0.254 0.238 0.278 0.264
0.623 0.636 0.636 0.633  0.633
5.20 5.31 5.31 5.28 5.28
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Table II-7.2 (cont'd) Emission Factors for Heavy-Duty,
Gasoline-Powered

Construction Equipment?

Emission Factor Rating: C

~ Wheeled Motor Wheeled Miscel-
Pollutant tractor grader loader Roller laneous
PARTICULATE
g/hr 10.9 9.40 13.5 11.8 11.7
lb/hr 0.0240 0.0207 0.0298 0.0260 0.0258
g/kWh 0.484 0.440 0.421 0.527 0.406
g/hphr 0.361 0.328 0.314 0.393 0.303
kg/10° liter 0.991 0.822 0.839 0.895 0.726
lbllos_ggl 8.27 6.86 7.00 7.47 6.06

References 1 and 2.

Evaporative and crankcase hydrocarbons based on operating

time only (Reference 1).
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