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1.0 Waste to be Managed 
 
Clean Harbors Clive, LLC (“Clive”) accepts for management at the facility waste identified in 
Condition 2.C.1 of the Permit.  In addition, Clive may also accept for management industrial 
waste, household hazardous waste, site generated waste, and regulated and non-regulated PCB 
waste. Management of all waste at the Clive facility is subject to the conditions of this permit. 
All waste streams to be managed in the enclosed waste pile will be bulk solids without free 
liquids that have less than 500 ppmw volatile organic compound (VOC) emissions, as 
determined by EPA Method 21. 
 
 
2.0 Exemption from Waste Pile Design and Operating Requirements 
 
The owner or operator of any waste pile situated inside or under a structure that provides 
protection from precipitation so that neither run-off nor leachate is generated is not subject to 
regulation under R315-8-12.2, provided that: 
 

• Liquids or materials containing free liquids are not placed on the pile; 
• The pile is protected from surface water run-on or groundwater run-on by the 

structure or in some other manner; 
• The pile is designed and operated to control dispersal of the waste by wind, 

where necessary, by means other than wetting; and 
• The pile will not generate leachate through decomposition or other reactions. 

 
As indicated in Section 1.0, Clive will only use the Unit 106 Building waste pile for the storage 
of those bulk solids without any free liquids. The types of waste or materials being handled by 
Clive are not expected to decompose. Additionally, waste or material will undergo compatibility 
testing prior to being add to the waste pile to assure no reaction will occur that will generate 
leachate. The design of the enclosed portion of Unit 106 Building, as specified in Condition 
1.4.4 of Attachment 8, Container Management, of the RCRA Part B permit, has perimeter curbs 
that prevent surface water run-on into the containment areas. In addition, the existing building 
will prevent dispersal of the waste by wind. As such, Unit 106 Building waste pile storage meets 
the requirements of R315-8-12.1(c). Therefore, the enclosed waste pile is exempt from the 
design and operating requirements of R315-8-12.2. 
 
3.0 Waste Pile Management Practices 
 
Clive will follow the acceptance procedures identified in Attachment 1, the Waste Analysis Plan, 
of the Permit. The building does not have air controls to manage volatile organic compounds 
and, as a result, the waste to be stored in the waste pile is limited to those with a maximum 
concentration of less than 500 ppm VOCs.  To assure that waste meets these criteria all 
containers of waste to be placed on the waste pile will have the headspace tested with a photo 
ionizing detector (“PID”) prior to acceptance in order to assure that VOCs concentrations are 
less than 500 ppm. The monitoring will be done in accordance with EPA Method 21 and 40CFR 
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265.1084(d). The PID will be calibrated according to the manufacture’s recommendations.  No 
container with a reading of 500 ppm or higher will be allowed to be added to the enclosed waste 
pile. 
 
For offloading onto the pile, trucks will enter through the south door of the enclosed portion of 
Subunit 1 of Unit 106. The pile will be started on the south end of the building, and continue to 
the  north, as the pile increases in size. Trucks will exit the building through the north truck door. 
Prior to exiting the building, the container and the transport vehicle shall be inspected to assure 
that both are clean prior to leaving.  While on the outside portion of Subunit 1, the wheels will be 
inspected to assure that no trackout from the pile is occurring. All inspections will be 
documented in accordance with Condition 4.G.12 of the permit. If necessary, a power washer, 
which will be kept on the containment pad north of the building, will be used to clean off the 
wheels prior to the truck leaving the containment. The rinse waters will be collected at the end of 
the shift it was generated and stored in the frac tank currently used to store precipitation that 
accumulates in the containment areas. This water, and any generated sediment, would then be 
shipped offsite for incineration at the Clean Harbors Aragonite facility. A front end loader and 
brooms will be utilized to keep the pile neat and to prevent the pile from spreading out in the 
area. The south door will be remain closed at all times expect when waste or materials are being 
added to the enclosed waste pile. 
 
To remove waste from the enclose waste pile, a front end loader will be used to scoop material 
from the north end of the pile, which will then be placed into end-dump trailers or other bulk 
solid container for transportation off-site. The transport vehicle, and container if used, will be 
inspected for waste on the exterior prior to exiting the building.  Outside of the building, the 
trailer will be inspected again.  In addition, the tires will be inspected as well to assure that waste 
is not tracked out of the building. The wheels will be washed in the same manner as the trucks 
that are being offloaded, as required. All inspections will be documented in accordance with 
Condition 4.G.12 of the permit. 
 
At a minimum, a ten-foot wide truck lane on the west side of the interior of the building will be 
maintained.   “Jersey”- type barricades will be located between the enclosed waste pile and the 
truck lane to keep waste out of the truck lane. The barricade shall extend a minimum of five feet 
beyond the northern most point of the waste pile. Waste shall not exceed six inches in height 
where the waste contacts the barricade and the secondary containment wall within the building.   
 
A forty (40) foot area at the north end of the building will be kept clear of material in order for 
there to be room to stage and operate equipment. The areas around the buildings containment 
will be inspected at least once a day to assure that material from the pile has not migrated from 
the containment, with corrective actions being taken immediately if the inspections indicate that 
it has. The results of the inspections shall be incorporated into the operating record. 
 
Prior to bringing a vehicle into the building, the facility shall assure the truck lane and the area 
north of the enclosed waste pile are clean to ensure that waste will not contact the tires of the 
transport vehicle. Clive will shall also assure the floor be clean a minimum of five feet beyond 
the rear of the transport vehicle prior to backing the vehicle up to the pile to off load or to load 
the waste into a transport vehicle. 
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The area in the building, while the pile is in use, will be kept clean with brooms and the front end 
loader or other mechanical device. If Clive wishes to discontinue the use of the waste pile and 
return the building back to its previous service, all waste shall be removed from the building and 
the containment area powerwashed prior storing containers in the building.  The rinsate, 
generated during the powerwashing process, must meet the standards established in the Closure 
Plan (Attachment 7) prior to storing containers in the building again.   
 
4.0 Waste Tracking 
 
Upon arrival at the facility, a unique identifying number shall be assigned to each load of waste 
that will be stored on the enclosed waste pile. This number will be used to track the location at 
the facility and all data associated with the waste in the container.   
 
Tracking of waste into and out of the pile will involve a “last in, first out (“LIFO”) tracking 
system where the loads will be tracked out of the pile beginning with the last loads to go in. The 
waste inventory shall be updated at the end of the shift that the waste was received or shipped.  
 
In addition to tracking the loads of waste in the waste pile, Clive shall track the volume of waste 
in the pile.  The volume will be updated in the operating record at the end of the shift when 
waste is added or removed from the waste pile. The volume of waste in the waste pile shall not 
exceed 2,583 cubic yards



 
 

  

 


