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EXISTING CONCRETE SPILLWAY
SILICONE SEAL

STEEL BATTER BAR
3/8"@ x 3-3/4" ANCHOR BOLTS @ 12" CENTERS

60 MIL. HDPE GEOMEMBRANE SPLASH PAD

EXISTING PRIMARY GEOMEMBRANE

3 EXISTING GEONET LEAK DETECTION LAYER
| 1 EXISTING SECONDARY GEOMEMBRANE

EXISTING GEOSYNTHETIC CLAY LINER

NOTES:

1. SPLASH PAD WILL BE EXTRUSION WELDED
TO PRIMARY GEOMEMBRANE.

2. EXTEND SPILLWAY SPLASH PAD A MINIMUM
OF 20 FEET DOWN THE SLOPE.

3. STEEL BATTER BAR TO BE CONTINUOUS, OR
SPLICES SECURED WITH ANCHOR BOLTS 1.5
INCHES EACH SIDE OF THE SPLICE.

4. SPLASH PAD TO EXTEND 32 FEET EACH WAY
FROM THE CENTERLINE OF THE SPILLWAY
(22 FEET UP EACH SLOPED SECTION).
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NOT TO SCALE

SPILLWAY SPLASH PAD ANCHOR
DENISON MINES CELL 4A
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